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  542-0081 1-10-25 

     06-6261-1931 FAX 06-6261-1930 
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3.   

     

      (%) CAS No.  

 15 30 8008-20-6 9-1702 

 <0.5 1330-20-7 3-3; 3-60 

1,2,4-  <0.5 95-63-6 3-7; 3-3427 

 5 20 123-42-2 2-587 

    

    

 

   

  <0.5%  1,2,4-  <0.5%  
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7.   
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   ( ) 

    

    

    

    

     

    

   

    

 

8.   

    ( ) (2004) <= 50ppm 

     ( ) (2001) 50ppm; 217mg/m3 

      (1,2,4- ) (1984) 25ppm; 120mg/m3 

      ( ) ACGIH(2003) TWA: 200mg/m3(P) ( ; ) 

      ( ) ACGIH(2021) TWA: 20ppm 

 ( ; ; ; ) 

      (1,2,4- ) ACGIH(2021) TWA: 10ppm ( , ) 

      ( ) ACGIH(1987) TWA: 50ppm ( ) 

       ( )  ( )  

     

 

     

       

       

      

 

9.   

   

       /  

       

    /  44.5 ( ) 

      pH   

      :   

    n- /    

    /  : 0.83 0.93(25 ) ( =1)  

     

 

10.   
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11.   

    [ ] 

     LD50 2,000mg/kg  *1 

     

    

    

      

   [ ] ( ) cat.2; ACGIH A3 (ACGIH, 2001 (kerosene/Jet fuels)) 

   [IARC] ( ) Group 3 :  

   [ACGIH] ( )A3(as total hydrocarbon vapor)(2003) : 

 

   ( ) A4(2021) :  

   (1,2,4- ) A4(2021) :  

   [ ] 

   ( ) cat. 1B; ATSDR, 2007 

   ( )cat. 2; rat : SIDS, 2000 

      

    [ 2] [ ] ( )  

    [ 3( )] [ ] ( )  (ACGIH 7th, 2001) 

    (1,2,4- )  (ACGIH 7th, 2001) 

    ( )      (PATTY 5th, 2001) 

    ( )            (HSDB, 2002) 

    [ 3( )] [ ] ( )  (ACGIH 7th, 2001) 

    ( )  (NITE , 2008) 

    (1,2,4- )  (PATTY 5th, 2001) 

    ( )  (ACGIH, 2001) 

      

    [ 1] [ ] ( ) cat. 1; ACGIH 7th, 2001 

    ( )cat.1;kinematic viscosity=0.86(o-), 0.67(m-), 0.70(p-) mm2/s (25 ) (HSDB, 2014) 

    (1,2,4- ) cat. 1; kinematic viscosity (20 )=ca. 1.15 mm2/s 

      2 

 

12.   

     

   ( )  (ICSC, 1998)  

(1,2,4- )  (ICSC, 2002) 

           ( )100 g/100 ml (PHYSPROP_DB, 2005) 

           ( ) 100 g/100 ml (PHYSPROP_DB, 2010) 

  ( )  (BOD 39% (NITE , 2005)) 

        (1,2,4- ) BOD  = 4-18% ( , 1977) 

        ( ) BOD 110% ( , 2003) 

   ( ) log Pow=3.16 (PHYSPROP DB, 2005) 

        (1,2,4- )log Pow=3.8 (ICSC, 2002) 

        ( )log Pow=-0.14 through 1.03 (ICSC, 2005) 

        ( )log Kow=0.18 (SIDS, 2005) 

     

     



    

 

 

13.   

   

    

    

 

14.   

   ID 1993 

        N.O.S. 3 

        III 128 223; 274 

  IMDG Code ( ) 1993 N.O.S. 

        3 III 223; 274; 955 

  IATA  1993 N.O.S. 

        3 Flamm.liquid III A3 

   MARPOL III -  

         ( / )  MARPOL V -  

        : 1, 1A, 1B   

    

         MARPOL II IBC  

        ( )  1,2,4-  

        ( )   

        ( )  ;  

   

      3   3 

 

15.   

  /   

       

     

    /  ( 9 380)15 30% 

      ( 9 136)  <0.5% ( 9 202)5 20% 

    /  

      ( 9 380)15 30% ( 9 136)  <0.5% 

      ( 9 202)5 20% 

    1  1 6 9 3  

       (30  <=  < 65 ) 

  (PRTR) ( 5 3 31 ) 

    (PRTR) ( 5 3 31 )  

  (PRTR) ( 5 4 1 ) 

    (PRTR) ( 5 4 1 )  

   

 

     4  2   III  2,000L  

    

        1,2,4- ( 49 / ) 

        ( 125 ) 

    18  1 - 5 ppm 

    

       28 

    

 



    

 

16.   

   

    Globally Harmonized System of classification and labelling of chemicals, UN 

    Recommendations on the TRANSPORT OF DANGEROUS GOODS 21th edit., 2019 UN 

    IMDG Code, 2018 Edition (Incorporating Amendment 39-18) 

    IATA  62  (2021 ) 

    2020 EMERGENCY RESPONSE GUIDEBOOK (US DOT) 

    2022 TLVs and BEIs. (ACGIH) Supplier's data/information 

    1  

      SDS JIS Z 7253 2019  

    2 NITE  

     1  

     2 1 40  20.5mm2/s 10  

20.5mm2/s  

 

   

 

/  

 


